
Standard Motor with Quick Disconnect
Wiring Option

Hot Line
(Black)

SINGLE MOTOR HARDWIRED TO JUNCTION BOX (Electrician Required)

Quick Disconnect

Junction Box

Standard Motor

For additional information please email HDHsupport@hunterdouglas.com or call 800.229.5300. 
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Neutral
(White)

Ground
(Green)

Ground
(Green)

Connected
to Box

Brown

Red

Power Supply
120V AC

Switch Box

Back of Paddle Switch

Front of
Paddle Switch

Quick Disconnect

Power cable with
Quick Disconnect (male) plug
(Included with motor)

Power cable with
Quick Disconnect (female) plug
must be wired to a junction
box by an electrician before
window covering installation

Junction Box Motor

(Female) (Male)

Motor Cable
120V / 60Hz
4 Conductor 

Green = GROUND

White = NEUTRAL

Black = DIRECTION 2

Red = DIRECTION 1



Mulitple Standard Motors with Quick Disconnect
Controlled by One Switch
Wiring Option

 MOTOR HARDWIRED TO JUNCTION BOX (Electrician Required)

For additional information please email HDHsupport@hunterdouglas.com or call 800.229.5300. 
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Hot Line
(Black)

Motor B cable

Motor A cable

Junction Box

Standard
Motor B

Standard
Motor A

Neutral
(White)

Ground
(Green)

Power Supply
120V AC

Switch Box
Back of Paddle Switch

Motor B

Motor A

Hot Line

Jumper

Front of
Paddle Switch

Quick Disconnect

Quick Disconnect

Quick Disconnect

Power cable with
Quick Disconnect (male) plug
(Included with motor)

Power cable with
Quick Disconnect (female) plug
must be wired to a junction
box by an electrician before
window covering installation

(Female) (Male)

Junction Box Motor

Motor Cable
120V / 60Hz
4 Conductor 

Green = GROUND

White = NEUTRAL

Black = DIRECTION 2

Red = DIRECTION 1



Dual Standard Motor with Quick Disconnect
Wiring Option

 DUAL MOTOR HARDWIRED TO JUNCTION BOX (Electrician Required)

For additional information please email HDHsupport@hunterdouglas.com or call 800.229.5300. 
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Motor B cable

Motor A cable

Standard
Motor B
(back shade)

Standard
Motor A
(front shade)

Back of
Paddle 
Switch

Quick Disconnect

Quick Disconnect

Quick Disconnect

Power cable with
Quick Disconnect (male) plug
(Included with motor)

Power cable with
Quick Disconnect (female) plug
must be wired to a junction
box by an electrician before
window covering installation

(Female) (Male)

Junction Box Motor

Motor Cable
120V / 60Hz
4 Conductor 

Green = GROUND

White = NEUTRAL

Black = DIRECTION 2

Red = DIRECTION 1

One switch
per Motor


