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RB 500" 9" Pocket Single & Dual - Manual & Motor

Diagram
D

SPECIFICATIONS : :
Mount: Surface and Ceiling Mount Bracket Pocket Dimensions | Max Roll Up
Tube Size: 50mm (2") and 62mm (2.5") Bracket55Lor75L | 9"Hx9"D Single Shade 7" Surface
Shade Width: Over 80" . . . 1 H Pocket
Manual Clutch: Heavy Duty+ 7" Dual Bracket 9"Hx9"D Dual Shades 3.5
Motor Options: RTS 409, RTS 506 & RTS 510 1
Manual Shade Weight: 9 Ibs
Manual Shade Weight with Spring Assist: 13 Ibs POCKET COLORS OPTIONS
Manual Shade Weight with Counter Balance System: Over 13 Ibs ) -
Manual Chain: Stainless Steel with 110 Ib breaking strength
Manual Clutch Color: Grey
Light Gap: Clutch/Motor End —1", Idle End —7/8" (.875") _.J
Bracket Color: Grey _ White Aluminum
Bracket Cover Colors: Grey & White
Hembar: Shade fabric determines which hembar is available
Manual Motorized Closure . E
Single Single Options
Shade Shade 3" @

Manual Motor 5 %

Bracket Bracket

55L or 75L 55L or 75L

(Shown Surface I\/Iunted) (Shown Surface Mounted) 7 Dual

Tube Bearing ua Plug-in
Manual Dual Shade Tube Plug with Nut Idle Bracket ST
50mm (2") motors) 23
Adapter Ring 62mm (2.5" Hardwired to Junction Box

Adapter for Tube Shaft
50mm & 62mm

Heavy Duty+ Clutch
. with Stainless
7" Dual Steel Chain

Clutch Bracket

Cover

Bracket Cover Bottom Closure

Roller Shade
Fabric

Heat Sealed
Hembar

Fabric Wrapped
or Exposed
Oval Hembar
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