Silhouette*FR

Window Shadings

KEY FEATURES

e 3" Originale™ translucent fabric
e 3" Bon Soir™ light-dimming fabric

e \ersatile Silhouette® FR window shadings suspend
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e The EasyRise™ cord loop allows for adjustment of
the fabric vanes from open to closed and anywhere

in between for light control

fabric vanes between two sheer facing fabrics * For safety, EasyRise™ continuous cord loop and cord

e Silhouette shadings retract into the headrail for

unobstructed views

SPECIFICATIONS

Headrail dimensions 3-1/4"D x 3-1/16"H

tensioner anchor the cord at the side of window

e Passes NFPA 701 Small Scale Flammability testing

Inside Mount minimum depth 1"; 3-5/16" for fully recessed
Outside Mount minimum flat surface 1" height

EasyRise™

Minimum width 12"

Maximum width 120"

Minimum height 16"

Maximum height, Originale™ 126"
Maximum height, Bon Soir'™ 112"

Originale™ Translucent

EasyRise™

Two-On-One Headrail
Minimum width 24"

Maximum width 144"

Center Gap 3/8"

Minimum height 16"

Maximum height Originale™ 126"
Maximum height Bon Soir™ 112"

Hard-Wired Motorization with
Switch or Remote Control

Minimum width 14"
Maximum width 96"
Minimum height 12"
Maximum height Varies by width

ADDITIONAL OPERATING SYSTEMS
PowerView® Motorization

ENERGY EFFICIENCY

Silhouette® FR Window Shadings
Translucent Vanes

Insulation Y ¥
Solar Heat Control Y Y
Daylighting Y Y Y Y

Radiant White White Diamond

Bon Soir™ Light-Dimming

Linen Flirt Honey Beige

@

PRODUCT CERTIFIED FOR
LOW CHEMICAL EMISSIONS
ULCOM/GG

L2818

Seclusion White Stardust
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Honey Beige

GREENGUARD

Ultraviolet Protection Y Y Y % W
Sound Absorption v Y ¥

Silhouette® FR Window Shadings
Light-Dimming Vanes
Insulation * i
Solar Heat Control * * *
Daylighting * * * * *
Ultraviolet Protection * * * * *

Sound Absorption Y Y
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